
Working Width Overall Width Overall Length Primary Drum Diameter

MV-1200 49” (1200mm) 8’-5”

29’ 36”

MV-1600 64” (1600mm) 9’-8”

MV-2000 80” (2000mm) 11’

MV-2400 96” (2400mm) 13’-3”

MV-2800 112” (2800mm) 15’-7”

The MACH Vortex separates material based on various commodity density criteria. Many different 
combinations are offered to accommodate various industries and streams. 

   Separation efficiency: up to 95%

  Very high throughput capacity

   Fully adjustable: speed, airflow, etc.

   Low maintenance and highly reliable

  Considerably reduced foot-print v/s other similar solutions  
    (Easy system integration)

MACH VORTEX
Heavy-Light Separator
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   Single-Stream

  Mixed Waste Processing

  Construction & Demolition

  Fines

  Organics

  Fibers, etc. 

MACH Vortex

LEGEND

          Heavies

          Mid-heavies

          Light

1    Adjustable speed on infeed conveyor & blower

2    Adjustable speed and rotation on drum

3    Secondary air-drum for air recirculation with mesh can be setup to catch undesirable super-light material if needed

4    Many access points for maintenance and operations

5    Choice of 2 or 3 outputs: heavy + light or heavy + mid+light
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