
MODELS

Effective width Number of fans Overall length

3 12’ 6” (3810 mm)

Single 24” (610 mm) 4 14’ 9” (4495 mm)

5 17’ 3” (5258 mm)

6 12’ 6” (3810 mm)

Dual 48” (1220 mm) 8 14’ 9” (4495 mm)

10 17’ 3” (5258 mm)

9 12’ 6” (3810 mm)

Triple 72” (1830 mm) 12 14’ 9” (4495 mm)

15 17’ 3” (5258 mm)

PAPER & FILM EXTRACTOR

Built with a mesh belt, this conveyor, equipped with fans in its interior portion, will pick and remove 
undesired paper and film from a material stream like a container line. Removed items can then be re-
routed and recovered where desired. Its smart design and controls system will ensure easy maintenance 
and flexibility to obtain great results. 



Paper & Film Extractor

The speed of each fan is adjustable 
for easy tune and great results

1    Belt: steel mesh

2    Adjustable gate for a good separation of heavy and light fraction

3    Fan motor: ¼ HP

    Fan speed control: potentiometer on each fan 

    Adjustable height: travel screw mounted 

    Mesh belt motor: 2 HP TEFC direct drive

CONSTRUCTION & FEATURES (REFER TO 3D DRAWING)

APPLICATIONS

   Single-Stream

  Commingled Plastics

  Mixed Waste Processing

   Commercial Waste

   Reliable and easily adjustable

  Removes film and paper from a heavier stream 
    (containers)

  Drawer type mounted fan for easy maintenance

  Versatile equipment that can be installed in line or 
    cross-belt, on a new or existing system

  Individually adjustable speed on each fan for easy 
    tune and great results

BENEFITS

MACHINEX INDUSTRIES INC.
North America: 1 877 362-3281
International: +1 819 362-3281
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